
Applications

* Aquaculture

* Aquarium 

* Mammal/Reptile/Avian Bathing Pools

Function

* Solid Waste Capture

* Clarification 

Gravity-Flow Filter Bags

Almost two decades ago Emperor Aquatics, Inc. took these filter

bags from the dye/chemical industry and introduced them to aquar-

ists; today they have grown into one of the most popular pre-filters.

Our filter bags are sewn of "needled" polyester felt, each of a spe-

cific micron porosity; and they offer superior solid waste loading

when compared to woven materials and foam. Polyester is corro-

sive resistant so the bags can be cleaned in bleach and re-used

several times.  

To apply, simply tie onto the end of a drain pipe.  Water flowing

from the tank(s) into the centralized sump passes through the filter

bag where solids are trapped and held until the bag is cleaned. We

recommend a maximum flow of 25 GPM per 32" filter bag. Bags

are available in 16" and 32" lengths and with Poly rings or poly-

ester draw-ties sewn in the bag's cuff.

Applications with flow rates that exceed 25 GPM can utilize a multi-

bag manifold as shown in the drawing. Installing an over-flow for

each bag eliminates flow problems with a full/dirty bag. Using our

threaded bag adapters from which to hang bags, makes bag

removal quick and easy

Specifications Chart

Filter Media Bags & Felt

Polyester Draw-Tie Filter Media Bags are salt & ozone

resistant and are available in sizes up to 18" x 24".

Use Super Filter Felt to enhance performance of wet-dry filters,

pleated cartridges and aquarium pre-filters. Simply estimate or

measure the required amount needed, then cut to fit the applica-

tion. Available in 50, 100 & 200 microns, these can be easily

cleaned and re-used.

Gravity Flow Filter Bags

Gravity -Flow Filter Bags in use.

Bag Adapter
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